GENERAL CHARACTERISTICS

RS 100 103 (0 steel welded frame

l " " " "
T AluMINIUM taBIE ..oevviii e width 230 mm, height 900 mm

o yon e CNC h[nge inserting machin
1 Max. length between the 2 hinges (opening)............cccueee..... 2490 mm

1 Max. distance between 2 drillings (fixed) ........ccccccooviiiieeernn. 2490 mm

T Vertical PresSSers ........cccooviiiiiiiiiiiiii i pneumatic s Fs

T Reference StOPS ....coooviiiiieieeeeee right and left with cell detection

T Hinge storage Unit..........cooooiiiiiiii Anuba hinges for sashes or OIne
T AXiS MOVEMENE SPEEA ....vuuniieieiiieeiiiie e 0to 60 m/min.

9 Longitudinal travel of the hinge unit..................ooooeiieiin. 2500 mm, digital

9 Hinge insertion spindle rotation ..............ccooovvvviii digital

9 Hinge inserting head angularity ...............ccoooiiiiii, 5° adjustable

| (0] =T 10 ) g o= 1 full protection with screens (EC standards)

| I OT0] 0] o] (=515 To =1 6 bars

[V 0] 1=V [P PP PP TPTPPPPPURTTIN 380 three-phased Volts

T WEIGNE ..ot 1250 Kg

T SouNd EMISSION ....uuiiveiiiiieiie e 70 dB while charging - NFE 6410 ; NFS 31069

1 Average hinge inSertion timMe ...............ueveeuiiiiiiiiiieieiiiiiiii. 8 seconds (head movement + inserting)

91 Average drilling time for 2 plate holes..........c.ccccooovvevviiinnnnnnn. 6 seconds (head movement + drilling)

I 1111 T g 2800 t/min. 1 0,37 KW T electrical rotation

9 Anuba hinge inserting uUnit............cccoeeeviiieiieeeiiiee e, CNC Motor

91 Plate drilling unit (Ref. PFEL0) ........cvviiiieiiieiiiiieieeeeeeeeiieennnn 3000 t/min. T 0,4 KW i pneumatic rotation

9 Interchangeable magazine for sash hinges with automatic distribution

OPTIONAL EQUIPMENTS

1 Adjunction of a drilling unit for screw rams
I Automatic load and unload of the frames to place them behind a trimmer (Ref. AFO1)
91 Double loading storage unit
9 Data entry by the bar code reader
1 Plate drilling device mullion frame
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High points

Pneumatic bridge presser

Steel frame wit
ergonomic design

Immaterial safety barrier

SEMI -AUTOMATIC HINGE

INSERTING MACHINES

Our FO1 & PFE10 hinge inserting machines drill and insert the
Anuba hinges in the sashes and drill the plate hinges in the
frames.

The insertion rate is of 8 seconds/hinge only.

The drilling of the plate hinges is made without any adjust-
ment, nor tool replacement, nor tilting of the machining head.
The programming is very easy (only the dimension of the sash
is entered), the hinge repartd.
insert reinforced hinges and also to associate a bar code
reader, which avoids any data entry by the operator.

View of the entire hinge inserting unit, with the Anuba hinge magazine, the
drilling unit and the digital rotation hinge inserting unit.

Adjustable frame suppbrt

Hinge inserting machine Réf. & Control console on whe€ls

Hinge storage unit Digital hinge inserting unit

View from the bottom vertical
pneumatic drilling head destined to the
plate drilling. This one is located under
the hinge inserting spindle (on the
right). No accessories nor tool is
necessary according to the thickness
of the fixed frames.

tightening peda/

View from the reference thrust block with
its part detecting cell.

FUNCTIONNING PRINCIP  LE

The sashes are placed on the top covering edge, the

hinge inserting head unitéos p?’ﬁ/é&‘O)V?’R@[Pﬁ/@EL
The frames (with no mullion) are installed such as the The control panel is equipped with a numeric control
drilling of the plate slots is made from below. calculator that manages the longitudinal axis and the

The frames are vertically locked by pneumatic rams, machine sequential.
positioned above the table, on a bridge. The ram )
positioning is rapidly made by the operator. The conversational program allows several types of

programming :

He Phlchirle §s edtipded WA FightCand lett §t&pS, onP © S S+ bBy enterin@the hinge positioning values.

the table. Thanks to cell detection, the machine - By entering the length of the parts. In this case, the
recognizes automatically if the frame is a right one or a calculator classifies the hinges following a value
left one. No error from the operator is possible. table.

It allows also the double hinging.

This hinge inserting machine can work in double. In this
case, the total length of the 2 parts must be inferior to
2500 mm.

SB8,00 o

) View of the control panel
Anuba hinge

HINGE INSERTING UNIT

This new hinge inserting unit benefits of the last technological
advancements. The hinge inserting spindle is controlled by a
CNC motor. The machining becomes more precise as it is
simple, so itdéds more reliabl

The drilling unit is independent from the hinge inserting unit.
The switching between the drilling/screwing unit is automatic.

The sash hinge storage unit is interchangeable. The hinge
distribution towards the spindle is automatic.

The hinge inserting head unit is mounted on a prismatic rail
guidance with recyclable roller casings. Its longitudinal drive
(from 0 to 60 m/min.) is ensured by a rack and pinion system
controlled by a CNC motor connected to the calculator.

L

View of the entire hinge inserting unit with an extra
drilling unit on the right (option), destined to the
drilling of the screw rams.

AUTOMATIC HINGE INSE  RTING MA-
CHINE

Our AFO1 hinge inserting machine allows to automatically
embed hinges in sashes. It 6s
trimming line, without requiring an operator . An automatic
frame transporting system also avoids any user handling. A
bar code reader allows the machine to know the work to per-
form.

AFO1 automatic linear hinge inserting machine
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